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TYPICAL IMPROVED SHOULDER DETAIL
(ALL LOCATIONS WITH IMPROVED A-2 SURFACE)

8.5’

HMA FULL DEPTH PAVEMENT, 6"
LIME MODIFIED SOIL, 12
BITUMINOUS SURFACE TREATMENT, A-2

SUBBASE GRANULAR MATERIAL, TYPE A

FAS 666 (CH 11)

PROPOSED TYPICAL SECTION

STA. 21+00.00 TO STA. 110+47.37
STA. 116+78.30 TO STA, 161+72.00
STA. 163+04.00 TO STA, 229+81.65
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BITUMINOUS SURFACE TREATMENT, A-2

AGGREGATE BASE COURSE, TYPE A (5")

TOPSOIL FURNISH AND PLACE, 4"
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HOT MIX ASPHALT SHOULDER (SPECIAL)-336 LB/SQ YD

COMBINATION CONCRETE CURB AND GUTTER,
TYPE B-6.24

FAS 666 (CH 11)

PROPOSED TYPICAL SECTION

STA. 110+47.37 TO STA. 116+78.30

HMA FULL DEPTH PAVEMENT, 7.5”

LIME MODIFIED SOIL, 12
SUBBASE GRANULAR MATERIAL, TYPE A

NOTE:

TRANSITION HMA FULL DEPTH PAVEMENT:
FROM 6" @ STA 109+00 TO 7 1/2" @ STATION 109+25
FROM 7 1/2” @ STA {17+00 TO 6 @ STA 117+25

COMBINATION CURB & GUTTER, B6.24
TERMINATES AT STATION 116+78.30, LT
& STATION 116+61.28, RT.

PROPOSED TYPICAL SECTIONS
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